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Features: 

High power density 

Light weight 7,1 kg 

Built in PFC 

Series/parallel connection 

Master/slave connection 
 

Powerfinn PAC series battery chargers are microprocessor controlled and suitable for all kind of 
batteries. The chargers use modern switching technology resulting in a lightweight, small and powerful 
product. The intelligent controller extends battery life. The reliable PAC battery charger series meets the 
safety and EMC requirements established by the EU. 
 

Intelligent options available  
 ·  Master-slave connection; remote control 

·  Temperature compensation 

·  Voltage drop compensation wires 

·  External LED 

·  External ON / OFF 

·  Alarm relay output 
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Technical data 

Input voltage 70…264Vac ( 70…230Vac, reduced power ) 
 70…369Vdc 
Efficiency >0.89 at full load, >0.90  at 50% load 
Input current 16A ( max ) 
Frequency                                                          47-63Hz 
Power factor >0.98 
 

Inrush current soft start 
Output ripple <1% from output voltage, rms 
 

Status LED indication 
             Power supplies / CV chargers orange LED Power OK 
             Cyclic chargers orange LED charging 
  green LED charging ready 
  red LED error 
Isolations 
               input-chassis 1500Vac 
 input-output 3750Vac 
 output-chassis 500Vac  
Construction aluminum case, IP20 
Dimensions 400 x 250 x 80 mm 
Weight 7.1 kg without cables 
Mounting wall, bench 
Cooling temperature controlled fan 
Ambient humidity 0…95%, non condensing 
Ambient temperature range (excluding cables) –20°C…+40°C at full load, abs. max. +55°C 
Markings CE 
Standards                 Safety Class 1 
                                                                           EN60335-2-29:2004 
                                                                           EN60335-1:2002 + A11:2004 +A1:2004 +A12:2006 +A2:2006 
                                                                           EN50366:2003 +A1:2006 
                                                                           Conformity can be limited depending end application,  
                                                                                    output control method or unit mechanical structure 
 

                                 EMC                                  Limits EN55022 Class A or B, Application must discuss in detail                                                                                                      
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